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CONNECT MALE END OF COUPLING DEVICE TO FEMALE 
CONNECTOR OF FIRST COAXIAL CABLE 
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THREAD EXTERNAL THREAD OF FEMALE 
CONNECTOR INTO INTERNAL THREAD OF 
THREADED PORTION AT MALE END OF 
COUPLING DEVICE 
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CONNECT FEMALE END OF COUPLING DEVICE TO MALE 
CONNECTOR OF SECOND COAXIAL CABLE 
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THREAD EXTERNAL THREAD OF FEMALE 
CONNECTOR INTO INTERNAL THREAD OF 

THREADED PORTION AT MALE END OF 
COUPLING DEVICE USING PRE-SPECIFIED 
AMOUNT OF TORQUE 
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VERIFY INTEGRITY OF CONNECTIONS 
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OBTAIN MEASUREMENTS OF OPERATIONAL 
PARAMETERS 
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COMPARE OBTAINED MEASUREMENTS TO 
BASELINE TO DETERMINE WHETHER COUPLING 
DEVICE MEETS OR EXCEEDS PRE-SPECIFIED 
MINIMUM PERFORMANCE LEVEL 
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MAINTAIN MEASUREMENT INSTRUMENTATION 
FOR SUBSEQUENT EVALUATION OF THE 
COUPLING DEVICE (E.G., TO DETERMINE IF 
TAMPERING HAS OCCURRED) 



( end ) 
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